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Emperor guardrail with glass

POST 2"

SECTION

1

2

A

1

TEMPERED GLASS

1/4'' (6 mm)

36'' MIN.

2

A

2 1/2 MIN

3 3/4'' MAX

GLASS

HADRAIL

(HR)

RAIL
POST

4'' MAX.

1

FRONT VIEW

2 3/8''

1 5/8''

HR EMPEREURE

IMPORTANT NOTE:

CONTINUED GUARDRAILS WITH AN

EMPEREURE  HANDRAIL CANNOT BE

USED FOR ANGLE CONFIGURATIONS

OTHER THAN THE 90°

A

4''

2''
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Emperor guardrail with glass


  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

1 2

SECTIONA

2
















2''
MIN.

2''
MIN.

2''
MIN.












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




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





ALUMINUM FASTENING WOOD FASTENINGCONCRETE ANCHORING

ENLARGED DETAIL ENLARGED DETAIL
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L

MAX.

L

MAX.

H

L

MAX.

L

MAX.

H

H H

MAXIMUM DISTANCE BETWEEN POSTS

GUARDRAILS WITH MULTIPLE SECTIONS GUARDRAILS WITH MULTIPLE SECTIONS

 FOR ANY APPLICATION FOR USE IN  HOUSES AND SMALL BUILDINGS

ONLY (NBCC 2020-PART 9)

GUARDRAILS WITH A SINGLE SECTION GUARDRAILS WITH A SINGLE SECTION







 

 

 







 

 

 







 

 

 







 

 

 


