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@ENLARGED DETAIL @ENLARGED DETAIL

SCHEDULE
CODE ARTICLE DESCRIPTION
o] E\ | PROFIL HANDRAIL
2 PROFIL TOP RAIL
3 PROFIL SPINDLE
.7 A PROFIL ATTACHMENT BAR
5 PROFIL ATTACHMENT CLIP BAR
6 PROFIL POST
< l T 7 PROFIL POST CAP
) PROFIL BOTTOM RAIL
9 PROFIL BOTTOM FINISHING CAP
10 PROFIL POST BASE
B 0 PROFIL INSERTION
12 SCREW SPINDLE SCREW 8-18 X 3/L"
13 SCREW ATTACH. BAR SCREW 12 X I-1/4"
A SCREW POST SCREW 1/4-20 X 2"
15 SCREW FLOOR SCREW #l4 /4 X 1-1/2"
16 SCREW CONCRETE ANCHOR #I4 I/LX 2-1/L"
17 SCREW 3/8 X 6" HEX REGULAR

CONCRETE ANCHORING ALUMINUM FASTENING WOOD FASTENING
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MAXIMUM DISTANCE BETWEEN POSTS

——FOR ANY APPLICATION——

GUARDRAILS WITH A SINGLE SECTION

MAX.

H
MAXIMUM LENGHT
GL;AET(S’E’?'L POST 2 172" POST 3"
36" 92" 92"
42" 92" 92"
48" 90" 92"

GUARDRAILS WITH MULTIPLE SECTIONS

MAX.

—— FOR USE IN HOUSES AND SMALL BUILDINGS

ONLY (NBCC 2020-PART 9)

GUARDRAILS WITH A SINGLE SECTION

MAX.

H
MAXIMUM LENGHT
G%@Tgﬁﬁ”‘ POST 2 172" POST 3"
36" 10" 12
42" 10" 12"
48" 10" 2"

GUARDRAILS WITH MULTIPLE SECTIONS

MAX.

H H
MAXIMUM LENGHT MAXIMUM LENGHT

GUARDRAIL . i GUARDRAIL y \

LEIGHT POST 2 1/2 POST 3 EIGHT POST 2 1/2 POST 3
36" 60" 70" 36" 90" 104"
L2" 50" 60" 42" 76" 90"
48" L2" 50" 48" 66" 76"
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